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Required space for service and ventilation

Service space

Minimum space for air passage

Service space

Drain hose

Gas pipe

Liquid pipe

Piping length
Including mounting plate

Standard location of holes in the wall

Horizontal blade

Rear side

Left side
Right side

Hole for embedded piping

Liquid pipe

Gas pipe

Drain hose

·Ø 12.7 / 9.5mm· CuT

·Ø 6.4mm· CuT

Inside diameter: ·14·mm
Outside diameter: ·16·mm

Air outlet

Outer dimensions of the unit

O
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O
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Indoor unit On/OFF switch

Located inside of the unit

Humidity sensor

Front panel

Timer lamp

Intelligent Eye lamp

Operation lamp

Nameplate

Signal receiver

Front grille fixing screws

Located inside
of the unit

Located inside of the unit

Front grille

Wireless remote control

Signal
transmitter

Intelligent Eye sensor
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Dimensions of fully opened front panel

Indoor air flow

Located inside
of the unit

150155
Hole for embedded piping
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Blade angle

Cooling

Heating

177°

147°

43°

20°
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DETAIL A

±·385·mm

±·400·mm

±·420·mm
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±·375·mm

±·430·mm

±·495·mm
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Wall

Indoor temperature

Dry

Fan
177°

107°

70°

20°
WLAN label
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Horizontal blade Vertical blade

33° 33°

FTXJ-AB
FTXJ-AS
FTXJ-AW
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